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Foglio istruzioni

Descrizione
Il supporto di montaggio ekinex® per linea Proxima è 
un accessorio per il montaggio di prese elettriche, di-
spositivi keystone, pulsanti e altri dispositivi ekinex® 
della serie Proxima.

Caratteristiche
•	 Colore nero
•	 Fissaggio a vite su scatola quadrata standard da in-

casso a 2 moduli con interasse 71 mm
•	 Due direzioni di montaggio, per placca circondata o 

sovrastata
•	 Temperatura di installazione: -25 / +60 °C
•	 Dimensioni (L x H x P) e peso: 77 x 77 x 18 mm, 23 g

IT

Codice presa
Montag-

gio presa 
sovrastata 
da placca

Montaggio 
presa con 

placca  
45x45mm

EK-PWT-DE •
EK-PWT-DE-S •
EK-PWT-IT-U •

EK-PWT-IT-USB •
EK-PWT-FR •

EK-PWT-FR-S •
EK-PWT-CH •
EK-PWT-IL •
EK-KST-1K •

EK-KSC-USB •
EK-PWT-IT-B •
EK-PWT-US •
EK-PWT-UN •
EK-PWT-UK •
EK-PWI-MG •
EK-PWA-RZ •
EK-PWA-SN •
EK-PWA-CF •

EK-PWP-2P-T •
EK-PWP-1P •

a)	 Scatola quadrata o rotonda con interasse 71 mm
b)	 Adattatore per montaggio (solo per scatola rotonda)
c)	 Supporto di montaggio quadrato
d)	 Viti di fissaggio (es. per presa elettrica)
e)	 Apparecchio presa o pulsante
f)	 Placca circondata o sovrastata

Montaggio
Per il montaggio del supporto, effettuare le operazioni 
descritte in seguito. Nei disegni sono mostrati gli sche-
mi di montaggio per la presa di corrente, tuttavia la pro-
cedura è analoga per gli altri dispositivi.

1)	Appoggiare il supporto di montaggio (c) alla scatola 
da incasso a parete quadrata (a) orientando verso 
l’alto l’indicazione DOWN per i prodotti a placca so-
vrastata (in base alla tabella precedente) o l’indica-
zione UP per i restanti prodotti;

2)	fissarlo con le apposite viti (d) fornite in dotazione 
agli appositi fori della scatola; per il montaggio con 
scatola rotonda, si seguano le indicazioni al punto 6);

3)	collegare i cavetti del dispositivo da montare come 
da specifica di riferimento del prodotto;

4)	montare a scatto il il dispositivo (e) nel supporto di 
montaggio (c);

5)	montare la placca (f) sul corpo del dispositivo (e) fa-
cendo combaciare i magneti con gli angoli del sup-
porto (c);

Smaltimento

Dimensioni [mm]

c

a

d

e
f

Scatola quadrata - montaggio con presa circondata (integrata)

Contenuto della confezione
•	 Supporto di montaggio
•	 Viti di fissaggio
•	 Foglio istruzioni

Il prodotto descritto nella presente scheda 
tecnica al termine della sua vita utile è clas-
sificato come rifiuto proveniente da appa-
recchiature elettroniche secondo la Direttiva 
Europea 2012/19/UE (rifusione RAEE) e non 

può essere conferito tra i rifiuti solidi urbani in-
differenziati.

Avvertenza! Lo smaltimento non corretto del 
prodotto può causare gravi danni all’ambiente 
e alla salute umana. Per il corretto smaltimen-
to informarsi sulle modalità di raccolta e trat-
tamento previste dalle autorità locali.

!

I dispositivi ekinex® KNX difettosi devono essere resti-
tuiti al produttore al seguente indirizzo: EKINEX S.p.A. 
Via Novara 37, I-28010 Vaprio d’Agogna (NO) Italia.
© EKINEX S.p.A. 2025 - La società si riserva la facoltà di apportare 
modifiche alla presente documentazione tecnica senza preavviso.

6)	per il montaggio con scatola rotonda, inserire l’adat-
tatore specifico (b) tra la scatola da incasso (a) e il 
supporto di montaggio (c);

7)	Montare il supporto di montaggio (c) come indicato 
ai punti 1) e 2) 

8)	seguire le indicazioni dal passo 3) al 5) fornite in pre-
cedenza.

Scatola rotonda - montaggio con presa circondata (integrata)

Scatola rotonda - montaggio con presa sovrastata

def

a

b

c

a

def

b
c

Codici di prodotto e tipo di montaggio

d

e
f

Scatola quadrata - montaggio con presa sovrastata

c
a

Nota. Quanto descritto nel presente foglio 
istruzioni si applica ai prodotti con codici EK-
SMP-71-1 ed EK-SMP-B-1 (per mercati CH e 
UK). L’accessorio NON è invece compatibile 
per installazione doppia a interasse 71 mm.
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Square mounting support for Proxima line with 
71 mm centre distance
Codes: EK-SMP-71-1 / EK-SMP-B-1

Instructions

Disposal

ENDescription
The ekinex® mounting support for Proxima line is an 
accessory for mounting electrical sockets, keystone 
devices, buttons and other ekinex® devices of the Pro-
xima series.

EKINEX S.p.A.
Via Novara 37
I-28010 Vaprio d’Agogna (NO), Italia
Tel. +39 0321 1828980
info@ekinex.com
www.ekinex.com

Mounting
To mount the support, carry out the operations descri-
bed below. The drawings show the mounting diagrams 
for the power socket, however the procedure is similar 
for the other devices.

1)	Place the mounting support (c) on the wall-mounted 
square box (a) with the DOWN indication facing 
upwards for products with a plate above (based on 
the previous table) or the UP indication for the remai-
ning products;

2)	Fix it with the appropriate screws (d) supplied in the 
appropriate holes in the box; for mounting with a 
round box, follow the instructions in point 7);

3)	Connect the cables of the device to be mounted as 
per the product reference specification;

4)	Snap the device (e) into the mounting support (c);
5)	Mount the plate (f) on ​​the body of the device (e) by 

matching the magnets with the corners of the sup-
port (c);

The product described in this technical she-
et at the end of its useful life is classified as 
waste from electronic equipment according to 
European Directive 2012/19/EU (WEEE re-
cast) and cannot be disposed of as unsorted 
solid urban waste.

EK-SMP-71-1 / EK-SMP-B-1

FISPEKSMP711IEX0

Warning! Incorrect disposal of this product 
may cause serious damage to the envi-
ronment and human health. Please be infor-
med about the correct disposal procedures 
for waste collecting and processing provided 
by local authorities.

!

Defective ekinex® KNX devices must be returned to 
the manufacturer at the following address:EKINEX 
S.p.A. Via Novara 37, I-28010 Vaprio d’Agogna (NO) 
Italia.

© EKINEX S.p.A. 2025 - The company reserves the 
right to make changes to this technical documentation 
without notice.

Main characteristics
•	 Black color
•	 Screw fixing on standard 2-module square flush-

mounted box with 71 mm centre distance
•	 Two mounting directions, for surrounded or sur-

mounted plate
•	 Installation temperature: -25 / +60 °C
•	 Dimensions (L x H x D) and weight: 77 x 77 x 18 

mm, 23 g

Package contents
•	 Mounting bracket
•	 Fixing screws
•	 Instruction sheet

Dimensions [mm]

Product codes and assembly type

Socket code
Assembly 
of socket 

surmounted 
by plate

Socket as-
sembly with 

45x45mm 
plate

EK-PWT-DE •
EK-PWT-DE-S •
EK-PWT-IT-U •

EK-PWT-IT-USB •
EK-PWT-FR •

EK-PWT-FR-S •
EK-PWT-CH •
EK-PWT-IL •
EK-KST-1K •

EK-KSC-USB •
EK-PWT-IT-B •
EK-PWT-US •
EK-PWT-UN •
EK-PWT-UK •
EK-PWI-MG •
EK-PWA-RZ •
EK-PWA-SN •
EK-PWA-CF •

EK-PWP-2P-T •
EK-PWP-1P •

c

a

d

e
f

Square box - mounting with surrounded socket (integrated)

d

e
f

Square box - mounting with surmounted socket

c
a

6)	For mounting with a round box, insert the specific 
adapter (b) between the flush-mounted box (a) and 
the mounting support (c); 

7)	Assemble the mounting bracket (c) as indicated in 
steps 1) and 2).

8)	Follow the instructions from steps 3) to 5) provided 
above.

a)	 Square or round box with 71 mm centre distance
b)	 Mounting adapter (for round box only)
c)	 Square mounting support
d)	 Fixing screws (e.g. for electrical socket)
e)	 Socket or button device
f)	 Surrounded or surmounted plate

Round box - mounting with surrounded socket (integrated)

Round box - mounting with surmounted socket

def

a

b

c

a
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b
c

Note. The information in this instruction sheet 
applies to products with codes EK-SMP-71-1 
and EK-SMP-B-1 (for CH and UK markets). 
The accessory is NOT compatible for double 
installation with a 71 mm centre distance.
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